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Wooden Posts / HPL Panels 
 Beige – Above Ground

4550 x 6550

UniMini Gerba

8046721

2-5 15 1000 23

UniMini Gerba, a delightful play structure designed to provide fun
and engaging play experiences for young children. With its slide,
stairs, and an additional climbing wall for an extra challenge,
UniMini Gerba offers a variety of activities that promote physical
development, coordination, and imaginative play.

Age Range No. of Users Assembly time Free height of fall EN1176 Impact area EN1176 Accessible Space needed
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Product Speci�ications

Product Materials

Age Range: 2-5

Length (mm): 3550 mm

Width (mm): 1550 mm

Height (mm): 2400 mm

Net Weight: 192,075 kg

Safety Area Width (mm): 4550 mm

Safety Area Length (mm): 6550 mm

Safety Area : 23 m²

Fall Height (mm): 1000 mm

Assembly Time: 15 hours

Material kg %

Aluminum 2,5 0,8

Fibreboard 2,6 0,8

HPL 204,3 64,7

Pine 43,1 13,7

Polyamide (PA) 0,6 0,2

Polyester 7,6 2,4

Polyethylene (PE) 0,5 0,2

Powder coating polyester 1,4 0,4

Stainless steel 0,3 0,1

Stainless steel EN 1.4301 7,7 2,4

Untreated Steel 42,8 13,6

Wet paint for wood 1,5 0,5

Zink (electro-galvanised) 0,1 0

Zink (hot-galvanised) 0,6 0,2

 316 kg 100%

Above Ground

Anchoring

Technical Information

 Download product installation guide

 Download inspection and maintenance guide
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